
I-BEAM STRUCTURE WEIGH BRIDGE 
 

Pit mounted structures are assembled on civil 
foundation within the pit. The platform is usually 
flushed to the ground. It constitutes number of 
high quality longitudinally placed RSJs on two, 
three or four transoms and four, six or eight load 
cells are used depending upon the length of the 
platform. Standard steel plates with anti skid 
strips are fitted on the top on the top. For more 
information and a comprehensive comparison 
please contact us. 
 
This range of bridges is made of sturdy material, 
which is obtained from a reckoned vendor base. 
We have hired an expert team of professionals, 
which not only manufacture the products but also 
install in the sites specified by our numerous 
customers. 
 
The Pit Type Weighbridge offered by us is widely used for heavy duty, variegated road and 
complicated excavation work applications. 
 
This type of weighbridge is most suitable for places with limited space e.g. non-hilly areas where the 
construction of pit is not a costly affair. Since the platform is in level with the ground, vehicles can 
approach the weighbridge from any direction. Most public weighbridges prefer this design. 
 
Lesser Space Required (As it has no ramps) 
Rickshaws & Tractor Trolleys can also be weighed as platform is in flush with ground Level. 
No Ramp require for truck movement because it is installed in land surface level 
Costly Foundation 
 
 
 
 
 
 
 
 
 

 
Highly Durable Girders And Plates : 
A truck to be weighed is directly driven to the platform of a weighbridge and hence, the platform is 
subjected to the entire load and vibrations created by a moving truck. Our weighbridge platforms 
(made of steel) are designed very carefully to withstand these loads without damage and is highly 
durable. The girders and plates used in our platform are selected very carefully.    
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